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PRODUCT MANUAL

Constant Volume
Dampers

RKP-C-N

Airflow regulation
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RKP-C-N

* For maintaining constant air volume in ventilation systems,
without additonal power supply

* Made of galvanized steel sheet, damper blade made of
anodized aluminium sheet
O Product overview

o Ordering key
o Installation

o Diagrams
o Maintenance

* Recommended aiflow velocity from 3 to 8 m/s, at pressure
difference Ap > 50 Pa

* Adjusting required constant amount is done by turning of
working screw on the right side of the cover

*  Working temperature -20...80 °C
* Relative humidity 5...80% rh

¢ Constant flow +10% set value

e (Casing airtightness Class C

«g PRODUCT OVERVIEW AIRFLOW REGULATION
DIMENSIONS RKP-CN

Dn Vmin Vmax oD oD1 L L1 L2 m m(2)

[mm] [mh]  [m*/n] [mm] [mm] [mm] [mm] [mm] [kd] [kd]

100 79 264 98 155 350 251 93 1,2 2,0

125 135 387 123 180 360 261 106 1,4 2,4

160 227 662 158 215 380 281 123 1,8 3,2

200 335 954 198 255 400 301 143 2,3 4,2

250 517 1644 248 305 425 326 165 3,6 6,1

315 769 2423 313 370 485 386 201 5,0 8,7

400 1372 3947 398 455 530 431 243 6,9 12,2
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&0 ORDERING KEY

ORDERING KEY

(1) Constant

volume damper (2) Dimensions

RKP-C-N - ad
(1) RKP-C-N
(2) @d - dimensions

(3) R - manual drive
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o Product overview

O Ordering key
o Installation

O Diagrams
o Maintenance

AIRFLOW REGULATION

(4) Insulation

y4

(4) Z - insulation
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INSTALLATION PROCESS

o Product overview

o Ordering key
o Installation

O Diagrams
o Maintenance

Q% INSTALLATION

* Required length of straight section before regulatoris L>3d.

If L<3d, a 10% error in regulation occurs so that kind of
installation is not advisable.

Pay attention to airflow direction marking on the regulator. If
not correctly installed, regulator will not work.

Maintenace is not required.
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REP

s Installation in horizontal, angled or
A vertical duct so that rotation axis is
always in horizontal position.

T_ Temperature Electronics Ltd Unit 2, Wren Nest Road, Glossop SK13 8HB UK T. +44 (0) 1457 865 635 F. +44 (0) 1457 868 843 E. sales@tel-uk.com WWwWw. teI'Uk. com 4

F




World leaders in airflow controls and monitors 5

SOUND POWER LEVEL DIAGRAMS
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MAINTENANCE

TRANSPORT

After arrival, check the product for transport damage and
shortcomings. In case of any damage or shortcomings, immedi-
ately contact your supplier.

STORAGE

If the damper is not installed immediately:
* Remove any wrapping.
*  Protect product from dust and contamination.

* Do not expose the product to the effects of weather - store
fire damper in a dry place.

* Do not store the unit below -20 °C or above 50 °C.

Please properly dispose of packaging material!
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MAINTENANCE AND
OPERATION

Activation mechanism should be inspected for proper operation
on regular basis.

* Provide at least one annual check of the damper

e After each intervention, provide a systematic cleaning of
dust

e (Cleaning instruction: clean with a sponge, with water or a
mild detergent

e Disinfection instruction: spray disinfectant (desinfectant
may contain alcohol which is flammable, take precaution
to avoid ignition)

It is not permitted to alter the dampers in any way nor perform
any changes to their structure (except for the service proce-
dures described in this manual) without the manufacturer’s con-
sent.

Provide at least one annual check of the damper.
The functional test must be carried out in compliance with the

basic maintenance principles of the European norms EN 13306,
EN 15423 and EN15650.

COMMISSIONING

Temperature Electronics Ltd Unit 2, Wren Nest Road, Glossop SK13 8HB UK T. +44 (0) 1457 865 635 F. +44 (0) 1457 868 843 E. sales@tel-uk.com

Carefully unpack KVR - be careful of sharp edges and
do not use excessive force for unpacking

Inspect the product - check the volume flow damper
for damage

Before commissioning: check the product functions

o Product overview
o Ordering ke
O Installation

o Diagrams
° Maintenance

FUNCTIONS

Release mechanism:
« damper blade can be closed and opened manually
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AIRFLOW REGULATION
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